R=RISER (RISE)
T=TREAD (RUN)

2R+T=24" MIN TO 27" MAX

RISE TO RUN RATIO

— ADJACENT
PAVING

L T .
2

!
CAULKED —
COLD JOINT (TYP.) . |
AND DOWEL. I
SEE PSD CONC-4

/

NOTE:

WARNING STRIP AT
NOSING (4) CONTINUOUS
1/4" WIDE x 1/4" DEEP
TOOLED GROOVES AT
3/4" O.C.

1/2" RADIUS, TYP.

RISERS, 6" TYP.

#4 BAR (DEFORMED) @ 12"
ON CENTER EACH WAY

CHEEKWALL (OPTIONAL),
SEE PLAN.

1/4" DIAMETER SMOOTH ROD
@ 12" O.C. WRAP AROUND
HANDRAIL AND SPOT WELD
TOP AND BOTTOM.

/— TUBULAR STEEL HANDRAIL

HANDRAIL POST FOOTING.
PSD MTL-02

% CAULKED COLD JOINT (TYP.)
AND DOWEL. SEE PSD CONC-4

6" AGGREGATE BASE, OR
SUBBASE COMPACTED FROM
90% MINIMUM TO 95% MAXIMUM
RELATIVE COMPACTION

SUBGRADE, COMPACTED TO

90% MINIMUM RELATIVE
COMPACTION

1. FOR TOP OF WALL & BOTTOM OF WALL ELEVATIONS, SEE GRADING PLANS.

2. RISER SHALL BE 6" TYPICAL WITH A 12" RUN BUT MAY BE ADJUSTED BASED ON
SITE CONDITIONS. RISERS MAY BE ADJUSTED TO HAVE A MINIMUM RISE OF 4"
TO A MAXIMUM RISE OF 8". THE ADJUSTED RISE TO RUN RATIO (2 RISERS & 1
TREAD) MUST CONFORM TO THE FORMULA, 2R+T, FOR MINIMUM TOTAL OF 24"
AND A MAXIMUM TOTAL OF 27". (EXAMPLE: 2(6") +12" = 24"). SEE GRAPHIC ABOVE.
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